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New  aircraft  fuselage  concepts  have  to  prove  equivalent  crashworthiness  standards  compared  to 
conventional metallic  fuselages  for certification. Brittle  failure mechanisms of CFRP  structures make 
the  verification  of  equivalent  crashworthiness  for  novel  CFRP  fuselage  concepts  challenging  since 
conventional metal  fuselages absorb a  significant part of  the kinetic energy by plasticization.  In  this 
context,  the  damage  initiation  and  failure  of  twin‐walled  fuselage  panels  were  investigated  under 
crash  relevant  bending‐compression  loads.  Since  the  sandwich  failure  is  initiated  by  core  failure,  a 
trigger concept  for CFRP composite  sandwich panels was developed based on  local modifications  in 
the fold pattern of the core for controlled failure initiation. By locally adjusting the collapse strength of 
the  core  in normal direction,  the  failure position  and  failure  load  can be  adapted  according  to  the 





Due  to  increasing  fuel prices,  the  significance of  the  structural weight has grown  steadily with each 
generation of aircrafts. Sandwich structures with composite facesheets are commonly recognized as a 
promising  concept  for  structural  airframe  design  of  lightweight  transport  aircraft.  Before  a  new 
airframe  design  can  be  applied  to  primary  structures  the  certification  authorities  require  proof  of 
safety  standards  equivalent  to  the  ones  achieved  in  conventional  aircraft  design.  Currently,  the 
crashworthiness of a CFRP fuselage is of high interest for the aircraft industry since the fuselages of the 
newest  long‐range  transport  aircraft  generation  consist  of  carbon  composites.  Since  the  use  of 
composites  as  the  primary  material  in  a  fuselage  is  seen  as  an  unconventional  design  feature, 
certification authorities released a special condition “Crashworthiness” [1] for the B787 which states 
that the fuselage concept has to prove crashworthiness standards equivalent to a conventional metal 
fuselage  design.  Brittle  failure  mechanisms  of  CFRP  structures  make  the  verification  of  equivalent 
crashworthiness  for CFRP  fuselage concepts challenging since conventional metal  fuselages absorb a 
significant portion of the kinetic energy by plasticization. In order to maintain the required equivalent 
crashworthiness new strategies for energy absorption during crash have to be found. 
In  the  field  of  energy  absorption  management  for  composite  fuselages  different  strategies  were 
identified  in  various  research  programs.  The  most  common  energy  absorption  strategy  is  the 
application of composite crushing.  If a composite structure  is designed  in certain way,  the structure 
disintegrates  under  compression  through  a  complex  interaction  of  failure  modes  that  include 
delamination, matrix  cracking and  fibre breakage  [2‐3]. A  stable crushing  can be  initiated by  trigger 
mechanisms, such as chamfered edges or dropped plies in the laminate. As soon as the crushing mode 
is  initiated  the  structure  shows  an  excellent  energy  absorption  capacity  which  offers  significant 
performance benefits over other materials in terms of their specific energy absorption [2]. Thus energy 
absorbers which use  the crushing mode during crash are widely used  in  the  field of automotive and 
aerospace. Whilst crushing devices are currently used mainly  in modern military helicopters, recently 
there  is a high  interest  in using crushing  to  improve  the crashworthiness of CFRP aircraft  fuselages. 
Especially  the  vertical  struts  below  the  cargo  crossbeam  are  seen  as  possible  installation  area  for 
crushing  devices,  since  they  are  mainly  loaded  in  compression  during  crash.  The  crushing  of  the 
vertical cargo struts is a main design feature for the energy absorption management of the Boeing 787 
aircraft [15]. 
However,  all  surrounding  structural members of  the  fuselage have  to be designed  to withstand  all 
occurring crash  loads without failing. As high trigger forces are required to secure a robust crushing, 
the crash kinematics requires, especially for the frame components below the passenger floor, a stiff 
structural design. Due  to  the cylindrical  shape of aircraft  fuselages,  frames are mainly  loaded under 
bending  loads during crash. Therefore  instead of sizing  frames according  to  the static  requirements, 
the structural sizing depends highly on the bending  loads during the crash  load case. Hence, despite 
the  fact  that  the crushing mode with  its high specific energy absorption capability  is used, the crash 
kinematic  which  is  called  “bend  frame  concept”  is  linked  to  a  significant  weight  penalty  as  the 
surrounding  structural members  especially  frames  and  cargo  crossbeams  have  to  be  overdesigned 
with respect to their static requirements. 
Current  research projects addressing  this  topic  see high  lightweight potential by  replacing  the bend 
frame concept with a more natural crash kinematics concept. In this crash concept, energy absorption 
by crushing is replaced by progressive frame failure. In this approach frames have to absorb sufficient 
energy during  their bending  failure and, on  the other hand, have  to  fail  in a progressive predefined 
manner such that a robust crash kinematics  is obtained. Therefore so called “kinematic hinges” have 
to be developed which enable a controlled frame failure with sufficient energy absorption capability in 













The  importance  of  kinematic  hinges  for  CFRP  fuselages  was  also  identified  by  Waimer  [19]  who 
performed crash simulations on section level under pure vertical impact condition. In this investigation 
energy  absorbing  components  such  as  failing  frame  regions  and  struts  were  included  as  macro 
elements and necessary absorption characteristics for the different installation area were identified by 
calibration  of  the  macro  characteristics.  The  crash  studies  highlighted  the  importance  of  the 
installation  of  kinematic  hinges  for  a  crashworthy  CFRP  fuselage  concept;  especially  if  the  vertical 
acceleration loads of the passengers should not exceed values typical for the metallic reference design. 
Whilst experimental and numerical  studies were already performed on CFRP  frame  segments  [4,6], 
there  is  a  limited  understanding  of  the  failure  mechanisms  of  CFRP  sandwich  panels  under  crash 
relevant  loads. Since  sandwich  structures with  composite  facesheets are  commonly  recognized as a 
promising concept for structural airframe design of future lightweight transport aircraft, the presented 
study contributes to assess the crashworthiness potential of twin‐walled fuselage concepts.  
Foldcore  is  currently  considered  and  investigated  for  future  fuselage  applications  since  the  open 
cellular design of  foldcore cells would solve the problem of humidity accumulation of closed cellular 
sandwich  cores  like  honeycombs  [7]  [9].  Foldcore  is  a  comparably  novel  core  concept  and  can  be 
produced  out  of  different  materials.  In  the  presented  study  the  foldcore,  which  consisted  out  of 
aramid paper with randomly oriented aramid fibres embedded in phenolic resin, was produced by the 
University of Stuttgart. Besides the manufacturing and quality management, especially the simulation 





failure  behaviour  to  honeycomb  structures.  The  material  characterisation  process  and  virtual 
determination of the material properties using implicit and explicit codes are described by Fischer [27]. 
Impact resistance against high velocity  impact  loads and a corresponding explicit simulation strategy 







material description  [24]. The advantage  is  the  reduced number of material parameters  required  to 
define the material behaviour. The detailed composition of the Aramid paper is only addressed in the 






For  the  identification of  crash  relevant  loads, numerical  crash  studies were  conducted on a generic 
twin‐walled single aisle fuselage section. The design of the fuselage, the passenger floor and the cargo 
floor concept were based on released research studies performed by EADS  IW  [14] and DLR  [7]. For 
improved energy absorption capability a sine‐wave beam for crushing was positioned under the cargo 














crossbeam,  a drop  in  the  ratio  is obtained  at  approximately  70 ms.  The  section output  indicates  a 
bending  to  compression  ratio  of  approximately  A  =  200 mm. Hence,  if  failure  or  triggering  of  the 
fuselage segment between cargo crossbeam and vertical strut has to be investigated, it is beneficial to 
identify  the  failure  under  this  crash  relevant  loading  condition.  This  finding  is  consistent  with  the 
kinematic crash studies on monolithic single aisle composite aircraft  fuselages presented by Waimer 







in  the worst case a different  failure mode develops  in  the experiment. An experimental  fixture was 
developed  that enables  the  testing of  fuselage  segments under various  combinations of bending  to 
compression  loads. The main design features of the fixtures are shown  in Figure 3.  In the fixture the 
test panel is positioned eccentric to the loading axis. With the definition of the eccentricity the loading 
condition of  the panel  can be  adjusted.  Stiff  leverage devices  fastened  to  the  test panel  insure  an 







under  the  numerically  assessed  combination  of  bending  and  compression  loads  [A  =  200mm].  The 
facesheets of the test panels consisted of two identical 2 mm thick Cytec HTS/977‐2 prepreg laminates 
with a  laminate setup of  [90°/0°/90°/0°/0°/+45°/‐45°/0°]S where  the 0° direction  is oriented  in  flight 
direction. To avoid  failure  initiation due  to  the  load  introduction  the core material was  replaced by 
Aluminium inlays directly at the panel‐fixture interface.  




























Beside  the  occurrence  of  local  delamination  zones  both  facesheets  remained  intact.  From  the 
crashworthiness point of view the obtained failure characteristics can be seen favourable since, on the 
one hand,  the structural  integrity  is preserved after hinge development and, on  the other hand,  the 
passengers are shielded against possible  fire hazard  from both  facesheets. The damage of  the panel 
was  scanned at  the  location of  failure and at  the  center  for more detailed analysis by 3D CT–Scans 




does  only  progress  along  the  flight  direction,  while  the  extent  in  the  circumferential  direction  is 
















For  composite  applications  different  trigger mechanisms  under  bending  loads  like  ply  drop  off  are 




core.  Since  the  stiffness  of  a  sandwich  is  mainly  defined  by  the  properties  of  the  facesheets  the 
structural response of sandwich construction  is not  influenced by  local core modifications as  long as 
the  shear  stiffness  of  the  core  fulfils  the  shear  requirements.  Therefore  a  new  trigger  concept  is 
proposed  for  sandwich constructions by  the  local adaptation of  the core  failure characteristics  [16]. 






The  flexibility  of  foldcores  offers  the  unique  possibility  to  implement  the  core  trigger  by  a  local 
modification of the fold pattern. The fold pattern used in the experiment consists of a zick‐zack pattern 
with  additional  integrated  horizontal  edges.  Since  under  compression  loads  thin  walled  folded 
structures fail due to buckling, the core compressive strength  is affected  if the stability properties of 
fold  pattern  are  modified.  Hence  by  modifying  the  length  of  the  horizontal  fold  edge,  the  failure 




material  characterisation  programs  is  economically  not  feasible.  Therefore  within  the  European 
funded  project  CELPACT  numerical  methodologies  were  investigated  for  modelling  aramid  paper 
structures  [8]. Within  this project a multi‐layered modelling approach was developed and validated, 




























of  the  core. With  increasing  edge  length,  the  instability  occurs  at  lower  stress  levels. Hence, with 
adaption  of  the  edge  length  the  failure  characteristics  of  the  core  can  be  adjusted  to  the  loading 
condition  obtained  in  the  sandwich  structure  when  a  failure  is  required  to  limit  the  passenger 
acceleration  loads.  For  the  investigated  core pattern  the  failure  strength of  the  core  is  reduced by 
45.2% due to the length modification from 5 mm to 15 mm. However, the plots also indicate that the 

















Besides  the  compression  properties  the modification  of  the  fold  pattern  also  influences  the  shear 
behaviour.  Therefore  the  effect  of  the modification  on  the  shear  properties was  also  investigated 
numerically.  Since  foldcores  have  direction  dependent  shear  properties,  the  influence  of  the  core 
modification was  investigated  in both the principal directions. Figure 8 depicts the shear response of 
the investigated fold pattern.  
The simulations  indicate  that  the modification especially affects  the shear properties  in W‐direction. 
While shear failure strength reduces by 45.7% due to the  length modification from 5 mm to 15 mm, 
the reduction  in L‐direction  is only 6%. The shear stiffness  in L‐direction  is also reduced 27% by  this 




shear and  in compression,  the  reduced core properties  in  trigger  regions have  to be  investigated  in 




depth  of  rigid  sphere  impactor  for  defined  impact  scenarios  using  the  optimization  tool  PAM‐OPT. 
Heimbs, on the other hand, optimized the material description parameters for a given fold pattern to 

























that by  integrating a  core  trigger,  the  failure of  the panel  can be  influenced.  In  the experiment  the 
failure was  initiated by a stamp compression force of 25.3 kN while the untriggered panel failed at a 
significant higher stamp force of 29.6 kN. Additionally, due to the trigger the failure occurred directly 
at  the weakened  core  region whilst  the  untriggered  panel  failed  due  to  local  stress  concentration 
directly at the load introduction as shown in Figure 4. For detailed failure analysis the damaged region 




test with  the  untriggered  panel  the  inner  facesheet  of  the  panel  ruptured  as  a  result  of  the  core 
collapse.  The  decrease  in  core  damage  could  be  explained  by  the  assumption  that  after  rupture 




















Since  the  trigger  concept  was  only  verified  by  one  component  test  an  additional  experiment  was 
conducted with an  identical triggered fuselage panel under a different bending to compression ratio. 
Instead of 200 mm, the panel was positioned 180 mm away from the  loading axis, which means that 
under  this  test  condition  the  panel  was  investigated  under  a  ratio  of  A  =  180  mm.  The  obtained 
deformation and panel failure is shown in Figure 11. Despite the different loading condition the panel 
exhibits the same  failure characteristics as under a ratio A = 200 mm. The panel  is  loaded elastically 























measured data.  Instead of 25.3 kN at A = 200 mm the panel  fails at a stamp  loading which  is 13.8% 
higher  [28.8  kN].  The  increased  failure  loading  can  be  explained by  the dominance of  the bending 
loads  in  regard  to  the compression  loads. Since bending  loads are  the defining  load component  the 








Figure  12  depicts  the measured  facesheet  strains  at  the  strain  gauge  positions  4  and  6  versus  the 
measured  compressive  stamp  force  for  the  untriggered  panel  at  A  =  200  mm.  The  strain 
measurements  show  that  the  facesheets  are  loaded  up  to  0.9%  strain  during  the  experiment.  This 
result supports  the  finding  that an unstiffened  twin‐walled  fuselage panel  is able  to store significant 
elastic energy in the facesheet before failing. The strain measurement on the outer facesheet strains is 
approximately 0.72% while compression strains of between 0.84% and 0.9% are observed. Since inner 










the  untriggered  panel  at  A  =  200 mm  to  identify  the  effect  of  the  core  trigger  on  the  structural 
behaviour of the panel. The measured strain data indicates that both panels show an almost identical 
deformation  characteristic within  the elastic domain. This  supports  the assumption  that due  to  the 
unaffected facesheets a core trigger has only small  influence on the elastic structural behaviour. The 
















at  25%  failure  load  only  a  very  local  region  is  under  compression.  However,  the  extent  of  the 
compression strain increases noticeably due to the increase from 25% to 50% failure load in the trigger 
region. The same behaviour  is not observable outside the trigger region. There the differences  in the 
compression  strain  for  the  same  load  steps  are  negligibly  small.  The  identified  compressive  strain 
concentrations  directly  at  the  inner  facesheet/core  interface  correspond  to  the  exact  location  of 
failure  initiation  in  the  test. Therefore  the photogrammetric  strain  field measurement  supports  the 
assumption of a  failing core due  to compression  loads. The cause of  the core compression  forces  is 
based  on  the  strained  curved  facesheets. Whilst  the  facesheets  are mainly  loaded  in  bending,  the 





Fig. 14: Photogrammetric measurement of compression strain field of triggered and undisturbed foldcore 






The  reduced  strain during  failure  also  indicates  that  the  energy  absorption  capability of  the panel  is 




horizontal  edge  length,  the  energy  absorption  capability  can  be  increased  to  fulfil  the  hinge 
requirements. However,  it has  to be considered,  that with  increasing similarity of  the  fold patterns  in 
the  trigger  region  and  the  neighbouring  undisturbed  regions  the  robustness  of  the  core  trigger 








the number of  tests. Therefore only  three destructive  tests could be conducted. Therefore additional 
tests would be needed  to exclude a possible  influence of  imperfections on  the  test  results. Hence, as 
long as only the material characteristic has to be  investigated, common material tests as compression 
tests [18], 3‐point bending [22] [23] or 4‐point bending tests [18] [22] are preferable due to the small 
specimen  size  required. However,  as  soon  as  the  failure of  a  structure has  to be  investigated under 
defined  combined  loading  conditions, a more  complex  test procedure  is needed. The  functionality of 










In  the  presented  study  the  failure  mechanisms  of  twin‐walled  fuselage  panels  with  foldcore  were 
investigated experimentally under crash relevant compression‐bending  loads. For combined  loading an 
experimental test setup was developed, which enables the investigation of panel failures under defined 
mixed  loading conditions. The experiment showed a panel  failure due  to  local stress concentration at 
the  load  introduction.  Using  3D  computed  tomography  severe  core  crushing  was  detected  at  the 
position of  failure whilst  the  facesheets  remained undamaged beside  local delamination  zones. Since 
the damage was controlled by core  failure a core  trigger concept was developed which uses a  locally 
weakened core region to control the failure initiation of the panel. Performing numerical simulations on 
foldcore  unit  cells  the  effect  of modified  fold  patterns  on  the  structural  behaviour was  analysed  to 
identify an efficient core trigger. Simulations showed that with local modifications in the fold pattern the 
core properties can be adjusted to fail under predefined  loading conditions. To  identify the effect of a 
core  trigger  a  fuselage  panel  with  integrated  foldcore  trigger  was  investigated  under  identical  test 
condition.  In  the experiment  the core  trigger concept could be verified by moving  the  failure position 
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